KOME

VARISTORS JVR

DIMENSION OF TAPING PRODUCT
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1 Cut out length 1.1 mm max. 1.] mm max.
H(Y type) Height of éomponent from hole center 20.0 mm max. 21.5 mm max.
HO(Y type) | Height to seating plane 16.0 + 0.5 mm+0.5 16.0+ 0.5 mm=+0.5
HO(P type) | Height of component from hole center 16.0mm~21.0mm 16.0mm~2].0mm
Ah Front to back deviation 0+ 2.0 mm 0+2.0mm
. . +1 +1
w Carrier tape width 18.0 0.5 mm 18.0 -0.5 mm
WO Hold down tape width 10.0 mm 12.0 mm
" +0.75 +0.75
wi Sprocket hole position 90 -05 mm 90 -05 mm
W2 Adhesive tape position 3.0 mm max. 3.0 mm max.
\ . +0.8 +0.8
F Component lead spacing 50 02 mm 75 02 mm
P Pitch of component 12,7+ 0.3mm 25.44 0.3mm max.
PO Sprocket hole pitch 12.7+ 0.3mm 12.7+ 0.3mm
Pl Lead length from hole center to lead 3.85+ 0.7mm 8.95+ 0.7mm
P2 Length from hole center to disk center 6.354+ 1.3mm 12.7+ 1.3mm
DO Sprocket hole diameter 4.0+ 0.2mm 4.0+ 0.2mm
Lead wire diameter 0.6+ 0.05mm 0.8+ 0.05mm
T Disk thickness See T max. fable See T max. table
tl Total thickness tape 0.7+ 0.05mm 0.7+ 0.05mm
t2 Total thickness tape with tape 1.6 mm max. 1.8 mm max.
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Quantity per Package Unit

Series 59 L) 109 14¢
Part No. Bulk(box) | Reel | Ammo | Bulk(box) | Reel | Ammo | Bulk(box) | Reel| Ammo | Bulk(box) | Reel | Ammo
180k ~391k | 35000 |1500] 1500 5000 [ 1500 1500 2500  |1000{500/1000* 1500 750 | 500

431k ~471k | 5000 |1500] 1000 | 5000 |1000] 1000 | 2000 | 750 | 500 1500 | 750 | 500
511k~ 751k ~ - - - g 1500 | -- - 750 -
781k ~ 112k - - [ - — - 1500 | -- — 750 — | -

* Packaging quantity for 10N180K ~ 10N680OK, F = 5.0mm.
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. 209
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Part No» Bulk(box)| Reel Ar%m

180k ~ 471k 750 -- -

511k~112k 450 -- -

Packaging Bulk (box) Reel Reel(for 14¢) Ammo Ammo( for 149)

Box size(mm) 290 %155 X110 | 350350122 350 350x74 330 %2402 45 330< 240 % 55
Carton size{mm) | 300x330x240 360 X360 X570 360 X 360X 470 340 %490 %235 360 <490 %270
One carton with 4 Boxes 5Boxes < 2Recls 6Boxes < 1Recl 10 Boxes % Boxes

8 9 10 11

Code No. : 4, 5 --- Diameter Code No.
Code No. : 11 --- Lead Wire Style

Code No. : 12 --- Packaging Style

12

] O x [ [

Y = Kink Type P = Straight Type
R =Rcel Package A = Ammo Package

B = Bluk Package

* Varistor voltage selection in line circuit

: 7,8,9 --- Varistor Voltage

* Line Circuit
AC/DC single-phase circuit

* Varistor voltage selection in line to ground circuit

Power supply voltage Type

100V AC, 200V AC

JVR- [JTIN431K JVR- [J[N471K
JWWR- [JCIN751K to JVR-[J_IN112K

PRO-AN Electronic Co., Ltd.

Power supply voltage Type Y. :
L Pratected
100V AC IVR- [JTIN201K JVR- [JN221K £ device
JVR- [JIN241K JVR- [JIN271K :
JVR- [JCIN391K JVR- [ IN431K
200V AC JVR- [JCIN471K
12V DC IVR- [JTIN220K AC three-phase circuit
24V DC JVR- ] IN390K
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